
Catalog  
Number Pitch

Face  
Width

(in)

Overall
Thickness

(in)

Pitch  
Line 

Backing

Apx. 
Weight
(lbs/pc)

R204x2 4 3-1/2 2 1.750 41.0
R204x4 4 3-1/2 2 1.750 82.0
R204x6 4 3-1/2 2 1.750 123.0
R205x2 5 2-1/2 1-1/2 1.300 22.4
R205x4 5 2-1/2 1-1/2 1.300 44.8
R205x6 5 2-1/2 1-1/2 1.300 67.2
R206x2 6 2 1-1/2 1.333 17.0
R206x4 6 2 1-1/2 1.333 34.0
R206x6 6 2 1-1/2 1.333 51.0
R208x2 8 1-1/2 1-1/2 1.375 13.8
R208x4 8 1-1/2 1-1/2 1.375 27.6
R208x6 8 1-1/2 1-1/2 1.375 41.3
R2010x2 10 1-1/4 1-1/4 1.150 9.0
R2010x4 10 1-1/4 1-1/4 1.150 18.0
R2010x6 10 1-1/4 1-1/4 1.150 27.0
R2012x2 12 1 1 0.917 6.4
R2012x4 12 1 1 0.917 12.8
R2012x6 12 1 1 0.917 19.2
R2016x2 16 3/4 3/4 0.688 3.4
R2016x4 16 3/4 3/4 0.688 6.8
R2016x6 16 3/4 3/4 0.688 10.2
R2020x2 20 1/2 1/2 0.450 0.8
R2020x4 20 1/2 1/2 0.450 1.6
R2020x6 20 1/2 1/2 0.450 2.5
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